
mkimage -T script -d boot.txt boot.scr

sdcard.img

qemu-system-microblazeel

qemu-system-aarch64 bl31.elf u-boot.elf

boot.scr

boot.txt

PMU MicroBlaze

PS AArch64 4xA53 + 2xR53

zcu102-
arm.dtb

https://github.com/Xilinx/qemu-devicetrees.git

-boot mode=6

https://github.com/Xilinx/device-tree-xlnx

system-
top.dtsi

system.dtb

https://github.com/Xilinx/arm-trusted-firmware

gcc -E -I [...]  system-top.dsti -o system-top.dts
dtc -I dts -O dtb -o system.dtb system-top.dts

https://github.com/Xilinx/qemu.git https://github.com/Xilinx/u-boot-xlnx.git

-hw-dtb zcu102-arm.dtb

Image zynqmp-
zcu104.dtb rootfs.img

rootfs.ext2

https://gitlab.com/buildroot.org/buildroot.githttps://github.com/torvalds/linux

export ARCH=arm64
export CROSS_COMPILE=...
make xilinx_zynqmp_defconfig
make menuconfig
make Image dtsb modules

setenv bootargs root=/dev/ram rw earlycon console=ttyPS0
fatload mmc 0 0x100000 zynqmp-zcu104.dtb
fatload mmc 0 0x200000 Image
fatload mmc 0 0x3000000 rootfs.img
booti 0x200000 0x3000000 0x100000

mkimage  -T ramdisk -A arm64 -d rootfs.ext2 \ 
rootfs.img

u-boot wants
to pass
ramdisk in
booti
command


